
labForce® (Filtered & Non Filtered) Pipette Tips Compatible with Rainin® LTS
Style Pipettors.

Product Description
Natural Tips
96 Tip/Hanging Tip Rack format
Polypropylene
Certified DNase/RNase free
Nonpyrogenic
Filtered (Filtered with aerosol-resistant filters) / Non- 
filtered Endotoxin-Safe meets USP/FDA standards
Comply with USP 3127 (Heavy Metal Contamination)  
standards compatibility: Rainin® liquid workstations.

Purity & Certification
Purity standard - Sterile
Sterilization - Yes EBEAM
Lot number or Serial numbered - Lot Numbered

Packaging
Pcs. / Container - 96
Pcs. / Container - 4,800

Thomas No. Description Length (mm) Units

21A00K724 10μL tips, Racked, Sterilized, PP Filtered 49.45 ± 0.2 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K725 20μL tips, Racked, Sterilized, PP Filtered 49.45 ± 0.15 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K726 200μL tips, Racked, Sterilized, PP Filtered            50.00 ± 0.15 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K727 1000μL tips, Racked, Sterilized, PP Filtered             85.80 ± 0.2 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K728 20μL tips, Racked, Sterilized, PP Non Filtered 49.45 ± 0.15 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K729 200μL tips, Racked, Sterilized, PP Non Filtered         50.00 ± 0.15 96 pcs/rack, 10 racks/box, 5 boxes/case

21A00K730 1000μL tips, Racked, Sterilized, PP Non Filtered 85.80 ± 0.2 96 pcs/rack, 10 racks/box, 5 boxes/case
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